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PREPARATION FOR REBUILDING PTO

It is highly recommended that you read these instructions
thoroughly before beginning.

MATERIALS REQUIRED

1 - pto rebuild kit

1 - No. 2 phillips screwdriver

1 - 1/4 inch open end wrench

1 - long nose pliers

1 - quantity of isopropyl alcohol
Z or 3 cotton swabs

1 tube super glue

Several clean rags or paper towels

This procedure 1s written for right hand core drive rods
used in most Ten-Tec pto's. However, Models 580, 579, and 2510
use left hand core drive rods and therefore when performing

steps marked with an asterisk (*) you should REVERSE the direc-
tion in the instructions.

* Turn pto tuning shaft CW before starting. For Analog Rigs --
remove the dial cord and pin from pto shaft.

Remove pto BOX from rig.

These instructions refer to the drawing on the last page and
correspond to the parts labeled A through R. UHote that some
parts are not removed due to their critical nature. These in-
clude the pto oscillator board and the pto coil.

Parts supplied with rebuild kit Labeled

4 - black washers #51035 C

2 — washers #51006 D &F
1 - spring #50009 E

1 — ramp washer #20315 G

3 - bearings #38015 I

1 - tuning shaft #90201 J

1 - retainer #90299 Q

1 - bearing race #78010 R

1 - quantity of grease

A- pins *2862¢ &

_l — ReTriner # oA =



TEN-TEC, Inc.

i

L.

125

REBUILDING OF PTO

Remove 2 screws (A) and washers (C) from rear of pto.

Remove rear cap (B).

Remove washer (D), spring (E), another washer (F) and ramp
washer (G). Note the first washer (D) may be inside rear
cap (B) and should be carefully removed without damaging
the rear cap which will be re-—used.

Push tuning shaft (J) back far enough to remove stop pln (H)
using long nose pliers. Note the position of this pin as
1t must be put back in the same hole.

Remove the 3 bearings (I). Sometimes shaft (J) can be
pushed in and out to loosen bearings.

Remove tuning shaft (J).

Turn core drive rod (K) CCW until vou can remove it from
the pto box.

Use the 1/4 inch open end wrench and loosen nut (M) 3 or
4 turns. Use long nose pliers on the rear of shaft (N)

and turn shaft CCW to unscrew shaft from the front end of
the pto box. Remove nut (M) from shaft (N). Pull shaft (N)
out the rear of the box. Retain wedge (0) and spring (P).

Using long nose pliers, remove bearing race (R) and retain-
er (Q). These parts are sometimes glued in and all old
glue must be removed before re—assembly of pto.

Remove pistol (L). Leave all other parts intact.

At this point you have disassembled the pto. Parts B, L,
K, M, N, O, and P must be cleaned thoroughly and re-used.
The pistol (L) must be cleaned inside by using cotton swabs
soaked in alcohol. Note that the pistol has threads inside.
These threads must be cleaned of all old grease. The core
drive rod (K) must be cleaned inside the front opening and
all grease from the threads.

You are now ready for re—assembly. All parts must be kept
free of dirt after this step.












